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NSTAB SBG 
Stab�l�z�ng Agent



Product Features

Does not conta�n s�l�cate
Low foam�ng property
Can be eas�ly d�ssolved w�th cold water
It can be eas�ly removed from the product by wash�ng.
H�gh �ron b�nd�ng capac�ty
Res�stant to hard water salts
Perox�de stab�l�zat�on capac�ty �s excellent
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Appearance                        Yellow�sh, l�qu�d                                         
Ion�c Structure                     An�on�c
pH Informa�ton                   1.0-3.0

NSTAB SBG 
 

Appl�cat�on Informat�on

NSTAB SBG �s eas�ly soluble �n cold water.
Cold pad-batch bleach�ng Amount appl�ed depend�ng on perox�de and alkal�
concentrat�on: 5 - 10 g/l NSTAB SBG
 
Under-bath bleach�ng Here, the amount of perox�de �s lower.
 5 - 10 g/l NSTAB SBG
Temperature 60-80 °C

Batch perox�de bleach�ng The amount appl�ed depend�ng on the amount of
perox�de �n the hot bleach�ng processes appl�ed �n the qu�ll, jet and overflow
dye�ng mach�nes of the p�ece fabr�cs, �n the hank and bobb�n dye�ng mach�nes
of the yarns and �n the bleach�ng of the open f�ber: 0.5 - 2 g/l NSTAB SBG
 
In add�t�on, the add�t�on of sod�um s�l�cate �s not necessary.
The product �s processed at bo�l�ng temperature for 40-60 m�nutes. In cases
where pre-bleach�ng �s appl�ed, �t �s suff�c�ent to process �t at bo�l�ng
temperature for 30-40 m�nutes.

The f�rst to be added to the bleach�ng bath �s NSTAB SBG.
If the appl�ed fabr�c conta�ns too much d�rt, detergent can be added to the
bath �n add�t�on to NSTAB SBG.



Storage: Storage l�fe �s 1 year �n �ts or�g�nal packag�ng and at room
temperature.

Packag�ng: 60 and 120 kg plast�c drums, 1000 IBC
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